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Preventive Strategy
Innovation in
Sidewalk Maintenance

PRODUCT FEATURES

TESTING RESULTS

By using the Pinnable Lock JointTM sidewalk expansion joint you can
extend the service life of the sidewalk and eliminate timely and costly
maintenance traditionally required when expansion joints are not used. 
Featuring our signature curved designed, the Pinnable Lock JointTM is an 
industry-leading sidewalk expansion joint, carefully manufactured with a 
compact design and lightweight construction to move dynamically with the 
earth. The steel fixing pin eliminates the need for support bands, making 
installation fast and easy. The unique sinusoidal design provides an even 
distribution of weight, locking together the adjoining paving sections, 
allowing for rise and fall, without cracking or creating unevenness between 
pavement sections. 

The included rubber capping seals the joint and can easily be unzipped 
after installation to reveal a clean joint between paving sections.

Thoroughly tested by a third party, the Pinnable Lock JointTM was proven to 
prevent significant cracking or failure of the surrounding concrete. The test 
results showed the Pinnable Lock JointTM keyed together and aligned across 
the joint surfaces through the full test range of uplift , indicating that no trip 
hazard would be created under these conditions in a constructed pavement. 

Tested to an uplift of over 4” (100mm)  displacement, the maximum recorded 
cross-joint surface differential was 0.03 ” (0.76mm). 

• 4”  (100mm)  Height 

• Rubber capping with a zip strip for a
clean, finished joint on walking surface

• Made from a construction-grade PVC 

that is lightweight and easy to handle 

• Flat base for easy installation, with 

or without steel fixing pins

• Available in 5 ft. lengths, can be 
easily customized on site, to
accommodate any walking surface 

• Exceptional performance in all 
weather conditions and temperature 
flucuations 
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Pinnable Lock JointTM

Installation Instructions
Recommended Tools and Materials: 
• 3/8” radius edging tool 
• Steel trowel  

1. Position the Lock JointTM

2. Insert pegs or backing board. 

3. Pour concrete. 

4. Screed and remove pegs. 

5. Bull float, trowel, and brush finish. 

6. Remove zip from capping. 

Installation Instructions: 


